Dilos

Dilos - Loadbreak disconnectors for DIN-rail mounting

4 Powrot

IO Dilos 00 Dilos 00 Dilos 00 Dilos 00 Dilos 0
—
Conventional enclosed thermal current Ithe = Ith (A) 16 25 32 40 32
Number of poles 3 3 3 3 2/3/4
Freguency (Hz) 50/60 50/60 50/60 50/60 50/60
Rated thermal current at 40°C (A) 16 25 32 40 32
50°C (A) 16 25 32 40 32
60°C (A) 16 25 32 40 32
Power loss per pole (W) 0.12 0.35 0.6 1 0.6
Terminal capacity (Cu) minimum (mm?) 1.5 1.5 1.5 1.5 2.5
maximum (mm3) 16 16 16 16 25
Maximum torque on terminals (Nm) 2.2 2.2 2.2 2.2 -
B Rated operational voltage Ue (V) 690 690 690 690 415
o] Rated insulation voltage Ui V) 690 690 690 690 415
o] Rated impulse withstand voltage (2000m) Uimp. (kV) 8 8 8 8 8
= Impulse test voltage at sea level (kV) 12.3 12.3 12.3 12.3 12.3
8 Rated operational current le Ue=400V (A) 16 25 32 40 32
E AC21A Ue=415V (A) 16 25 32 40 32
~ Ue=500V (A) 16 25 32 40 -
O Ue=690V (A) 16 25 32 40 -
& Rated operational current le Ue=400V (A) 16 25 32 40 32
AC22A Ue=415V. (A) 16 25 32 40 32
Ue=500V. (A) 16 25 32 40 -
Ue=690V (A) 16 25 32 40 -
Rated operational current le Ue=400V, (A) 16 25 32 40 32
AC23A Ue=415V (A) 16 25 32 40 32
Ue=500V. (A) 16 25 32 40 -
Ue=690V (A) 16 25 25 25 -
Maximum rated operational power Ue=400V (kw) 7.5 7.5 11 11 17
at rated duty AC23 Ue=415V (kw) 7.5 7.5 11 11 17
Ue=500V. (kw) 7.5 7.5 11 15 -
C Ue=690V. (kw) 11 11 11 18.5 -
Rated making and breaking capacity  making 10 x le (A) 160 250 320 400 320
at 415V AC23A breaking 8 x le (A) 128 200 256 320 256
Rated short time withstand current lcw 1 s, (kA rms) 1 1 1.2 1.2 2.5
0.25s. (kA rms) = = = = =
Rated short-circuit making capacity lcm  Ue=400V (kA peak) 4.5 4.5 4.5 4.5 6
Ue=415V (kA peak) 4.5 4.5 4.5 4.5 6
Ue=500V (kA peak) 3 3 3 3 -
Ue=690V (KA peak) 3 3 3 3 -
Rated conditional short-circuit current 400V (kA) 50 50 50 50 15
with back-up protection featuring the 415V (kA) 50 50 50 50 15
same current rating as the switch (kA rms) 500V (kA) 50 50 50 50 -
690V (kA) 50 50 50 50 -
Rated capacity power at 400V (KVAR) - - - - -
Rated operational current DC23A 2P in series 110V (A) = 25 32 40 -
2P in series 220V (A) = 25 - - -
4P in series 220V (A) = = = = S
Operating torque (Nm) 0.5 0.5 0.5 0.5 2.5
Force (N) = = - - 50
Durability (number of operational cycles) electrical 3000 3000 3000 3000 1000
mechanical (min) 40000 40000 40000 40000 10000
UL listed following UL file E143291 (acc UL508)
UL 508 General Use 480V In (A) - = - = -
UL 508 Manual motor controller 480V~ FLA (A) - - - - -
Power (HP) - - - - -
UL short-circuit at 480V K5fu (kA) - = - = -
UL J-fuses (kA) - = - = -
Weight 2P (ka) 0.125 0.125 0.125 0.125 0.27
3P (ka) 0.125 0.125 0.125 0.125 0.29
4P (ka) 0.170 0.170 0.170 0.170 0.33
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Dilos 0 Dilos 0 Dilos 1 Dilos 1 Dilos 1 Dilos 1 Dilos 1 Dilos 2 Dilos 2
40 63 40 63 80 100 125 160 200
2/3/4 2/3/4 2/3/4 2/3/4 2/3/4 2/3/4 2/3/4 2/3/4 2/3/4
50/60 50/60 50/60 50/60 50/60 50/60 50/60 50/60 50/60
40 63 40 63 80 100 125 160 200
40 63 40 63 80 100 125 160 200
40 63 40 63 80 100 125 160 200
1 1.6 0.48 1.2 1.84 2.9 4.5 6.5 10

2.5 2.5 6 6 6 6 6 Cu-rail Cu-rail
25 25 50 50 50 50 50 20%6 206
- - 12 12 12 12 12 12 12
415 415 690 690 690 690 690 690 690
415 415 690 690 690 690 690 690 690
8 8 8 8 8 8 8 8 8
12.3 12.3 12.3 12.3 12.3 12.3 12.3 12.3 12.3
40 63 40 63 80 100 125 160 200
40 63 40 63 80 100 125 160 200
- - 40 63 80 100 100 160 200
- - 40 63 80 100 100 160 200
40 63 40 63 80 100 125 160 200
40 63 40 63 80 100 125 160 200
- - 40 63 80 100 100 160 200
- - 40 50 63 63 63 160 200
40 63 40 50 80 80 80 125 160
40 63 40 50 80 80 80 125 160
- - 25 32 50 50 50 125 125
- - 18 25 40 40 40 63 80
21 21 21 27 44 44 44 69 88
21 21 22 28 46 46 46 72 92
- - 22 22 35 35 35 86 86
- - 22 22 36 36 36 60 76
400 630 400 630 800 1000 1250 1600 2000
320 504 320 504 640 800 1000 1280 1600

2.5 2.5 3 3 3 3 3 3 3
- - 6 6 6 6 6 6 6
6 6 6.8 6.8 6.8 6.8 6.8 10 10
6 6 6.8 6.8 6.8 6.8 6.8 10 10
- - 4.5 4.5 4.5 45 45 6.7 6.7
- - 45 45 45 45 45 6.7 6.7
15 15 50 50 50 50 50 50 50
15 15 50 50 50 50 50 50 50
- - 50 50 50 50 50 50 30
- - 32 32 32 32 32 20 18
- - 20 30 40 50 60 77 97
- - 40 63 80 100 100 160 160
- - 40 63 - - - 100 100
- - - - 80 100 125 160 160
2.5 2.5 14 14 14 14 14 14 14
50 50 45 45 45 45 45 45 45
1000 1000 1500 1500 1500 1500 1500 1000 1000
10000 10000 20000 20000 20000 20000 20000 10000 10000
= - = 60 - - 80 100 125
- - - 21 - - 27 34 40
- - - 15 - - 20 25 30
- - - 40 - - 40 40 40
- - - 50 - - 50 50 50
0.27 0.27 0.48 0.48 0.48 0.48 0.48 0.62 0.62
0.29 0.29 0.54 0.54 0.54 0.54 0.54 0.73 0.73
0.33 0.33 0.59 0.59 0.59 0.59 0.59 0.77 0.77
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